§167.25-5

(b) The boilers, pressure vessels, and
appurtenances shall be inspected ini-
tially under the provisions of part 52 of
Subchapter F (Marine Engineering) of
this chapter. All alterations, replace-
ments or repairs on nautical school
ships shall conform to the applicable
standards in paragraph (a) of this sec-
tion insofar as practicable.

[CGFR 51-11, 16 FR 3218, Apr. 12, 1951, as
amended by CGFR 68-82, 33 FR 18908, Dec. 18,
1968]

§167.25-5 Inspection of boilers, pres-
sure vessels, piping and appur-
tenances.

The inspection of boilers, pressure
vessels, piping and appurtenances shall
be in accordance with the applicable
regulations in parts 50 to 63, inclusive,
of Subchapter F (Marine Engineering)
of this chapter, insofar as they relate
to tests and inspection of cargo vessels.

[CGFR 68-82, 33 FR 18908, Dec. 18, 1968]

Subpart 167.30—Repairs or
Alterations

§167.30-1 Notice of repairs or alter-
ations required.

(a) It shall be the duty of the master,
owner, or agent to notify the nearest
Officer in Charge, Marine Inspection,
whenever repairs or alterations are re-
quired, or will be made on a nautical
school ship.

(b) Whenever a nautical school ship is
placed upon the dock, it shall be the
duty of the master, owner or agent to
report the same to the Officer in
Charge, Marine Inspection, so that a
thorough inspection may be made by
the Coast Guard to determine what is
necessary to make such a nautical
school ship seaworthy, if the condition
or age of the nautical school ship, in
the judgment of the Officer in Charge,
Marine Inspection, renders such exam-
ination necessary.

§167.30-5 Proceeding to another port
for repairs.

(a) The Officer in Charge, Marine In-
spection, may issue a permit to proceed
to another port for repairs, if in his
judgment it can be done with safety. In
the issuance of such a permit the Offi-
cer in Charge, Marine Inspection, will
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state upon its face, the conditions upon
which it is granted.

(b) When a nautical school ship ob-
tains a permit from the Officer in
Charge, Marine Inspection, to go to an-
other port for repairs, the Officer in
Charge, Marine Inspection, shall so no-
tify the Coast Guard District Com-
mander, and state the repairs to be
made. The Coast Guard District Com-
mander shall notify the Coast Guard
District Commander of the district
where such repairs are to be made, fur-
nishing him a copy of the report indi-
cating the repairs ordered.

§167.30-10 Special operating require-
ments.

Inspection and testing required when
making alterations, repairs, or other
such operations involving riveting,
welding, burning, or like fire-producing
actions are as follows:

(a) The provisions of ‘“‘Standard for
the Control of Gas Hazards on Vessels
to be Repaired’”’, NFPA No. 306, pub-
lished by National Fire Protection As-
sociation, 1 Batterymarch Park, Quin-
cy, MA 02269 shall be used as a guide in
conducting the inspections and
issuance of certificates required by this
section.

(b) Until an inspection has been made
to determine that such operation can
be undertaken with safety, no alter-
ations, repairs, or other such oper-
ations involving riveting, welding,
burning, or like fire-producing actions
shall be made:

(1) Within or on the boundaries of
cargo tanks which have been used to
carry combustible liquids or chemicals
in bulk; or,

(2) Within spaces adjacent to cargo
tanks which have been used to carry
Grade D combustible liquid cargo, ex-
cept where the distance between such
cargo tanks and the work to be per-
formed is not less than twenty-five (25)
feet; or,

(3) Within or on the boundaries of
fuel tanks; or,

(4) To pipe lines, heating coils,
pumps, fittings, or other appurtenances
connected to such cargo or fuel tanks.

(c) Such inspections shall be made
and evidenced as follows:



Coast Guard, DHS

(1) In ports or places in the United
States or its territories and posses-
sions, the inspection shall be made by
a marine chemist certificated by the
National Fire Protection Association;
however, if the services of such cer-
tified marine chemist are not reason-
ably available, the Officer in Charge,
Marine Inspection, upon the rec-
ommendation of the vessel owner and
his contractor or their representative,
shall select a person who, in the case of
an individual vessel, shall be author-
ized to make such inspection. If the in-
spection indicates that such operations
can be undertaken with safety, a cer-
tificate setting forth the fact in writ-
ing and qualified as may be required,
shall be issued by the certified marine
chemist or the authorized person be-
fore the work is started. Such quali-
fications shall include any require-
ments, as may be deemed necessary to
maintain, insofar as can reasonably be
done, the safe conditions in the spaces
certified throughout the operation and
shall include such additional tests and
certifications as considered required.
Such qualifications and requirements
shall include precautions necessary to
eliminate or minimize hazards that
may be present from protective coat-
ings or residues from cargoes.

(2) When not in such a port or place,
and a marine chemist or such person
authorized by the Officer in Charge,
Marine Inspection, is not reasonably
available, the inspection shall be made
by the senior officer present and a
proper entry shall be made in the ves-
sel’s logbook.

(d) It shall be the responsibility of
the senior officer present to secure cop-
ies of certificates issued by the cer-
tified marine chemist or such person
authorized by the Officer in Charge,
Marine Inspection. It shall be the re-
sponsibility of the senior officer
present, insofar as the persons under
his control are concerned, to maintain
a safe condition on the vessel by full
observance of all qualifications and re-
quirements listed by the marine chem-
ist in the certificate.

[CGFR 64-19, 29 FR 7361, June 5, 1964, as
amended by CGD 95-072, 60 FR 50468, Sept. 29,
1995]
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Subpart 167.35—Lifesaving
Equipment

§167.35-1 General.

Lifesaving appliances and arrange-
ments on nautical school ships must be
in accordance with the requirements
for special purpose vessels in sub-
chapter W (Lifesaving Appliances and
Arrangements) of this chapter.

[CGD 84-069, 61 FR 25311, May 20, 1996]

Subpart 167.40—Certain
Equipment Requirements

§167.40-1 Electrical installations.

(a) Except as otherwise provided by
law or regulation in this part, the elec-
trical equipment may be considered ac-
ceptable if it complies with the re-
quirements covered by any one of the
following:

(1) U.S. Navy Standard Construction
Specifications currently in effect.

(2) U. S. Coast Guard electrical engi-
neering requirements in Subchapter J
(Electrical Engineering) of this chap-
ter.

(3) Institute of Electrical and Elec-
tronic Engineers, Inc. (IEEE) Standard
No. 45, 1945 or 1948 Revision. These
standards may be purchased from the
Institute of Electrical and Electronic
Engineers, Inc. (IEEE), IEEE Service
Center, 445 Hoes Lane, Piscataway, NJ
08855.

(b) Changes or alterations in the elec-
trical installations of vessels now in
service shall be in accordance with
standards set forth in paragraph (a) of
this section.

(c) Special attention shall be given
by the inspectors in the examination of
present installation to see that it is of
such nature as to preclude any danger
of fire, giving particular attention to
wiring which is carried through wooden
bulkheads, partitions, etc.

[CGFR 51-11, 16 FR 3218, Apr. 12, 1951, as
amended by CGFR 52-43, 17 FR 9543, Oct. 18,
1952; USCG-1999-6216, 64 FR 53228, Oct. 1, 1999]

§167.40-5 Alarm bells.

All nautical school ships over 100
gross tons shall have all sleeping ac-
commodations, public spaces, and ma-
chinery spaces equipped with a suffi-
cient number of alarm bells so located



